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Front View

Digital signage player with Intel® Mobile Core™2 Duo processors

Fanless for low power processors

Intel® 945GME chipset

DVI/VGA/u-DOC/S-Video/C-Video/Audio/S/PDIF/GbE LAN/USB

+12V DC-in/ATX support

1 x SATA 2.5” HDD
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Specifications
CPU                              mPGA478 ZIF socket Intel® Core™2 Duo, Core™
                                       Duo, Core™ Solo processors with FSB 533/677
                                       MHz
Chipset                        Intel® 945GME + ICH7-M
System Memory       1 x DIMM socket, support DDR2 533/677MHz
                                       SDRAM with unbuffered and Non-ECC memory
                                       module up to 2GB
I/O -Front                    1 x DB9 for RS232
                                       2 x LED for power on and storage
                                       2 x USB
                                       ATX power on and reset button
I/O - Side                     1 x DVI-I for CRT & DVI-D output via Y-cable
                                       1 x S-Video
                                       1 x phone-jack for compositive video
                                       1 x RJ45, LED for 10/100/1000Mbps Ethernet
                                       2 x USB
                                       1 x S/PDIF
                                       1 x phone-jack for Line-out
                                       Option antenna for WiFi
                                       +12V DC-in
Device                         1 x SATA 2.5” HDD storage
                                       1 x u-DOC
                                       1 x CompactFlash™ Type I/II (Optional) 
Expansion Slot          1 x mini-PCIe optional for wireless module
Dimensions                280mm(W) x 220mm(D) x 40.7mm(H)
Construction              Steel in Black 
Power Supply            Input rating:  1 x External 80W AC/DC adapter
                                       AC-in:  100 ~ 240VAC  /  DC-out:  DC+12V 
Operating                   0°C ~ 40°C (HDD inside)
Temperature             -20°C ~ 60°C, Humid:  10% ~ 95% @ 40°C
Storage                        (Non-condensing)
Certification               CE/ FCC Class A approval
                  

RoHS


