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Front View

COM                           2 x COM Ports

Flash Memory         Supports 32MB to 2GB DOM

Wireless                    802.11b/g
                                      

Fanless Operation

VESA Mounting

CompactFlash or 44-Pins IDE Slot

On-Board Vortex86 SoC

Ultra Low Power 15 Watts

PXE Diskless Boot

On-Board Audio

3 USB Ports

Introduction
iBOX-2300 is a revolutionary device for application with limited 
space and temperature concern.  It’s designed with mounting hole 
that can attach to any VESA mounting fixture, which can securely 
mounted onto desks, walls or directly on the back of most LCD 
display to support VESA mounting standard. Along with it’s FANLESS 
design, iBOX-2300 can be adopt in a wide application range.

Packing List
AC Adapter, Driver CD, Manual
                                      

I/O
Ethernet                    10/100Mbps (Realtek 8100B)
Audio                         Fully Compliant with AC’97 V2.1
                                     Phone Jack for MIC-In and Line-Out
USB                             3 Connectors (USB 1.1) (2 on Front)
PS2                              Keyboard / Mouse

                                      

Display
Chipset                      Integrated in Vortex86
Memory Size           Shared System Memory Area 8MB
Resolution                VGA - CRT:  1280 x 1024

                                      

Ordering Information
iBOX-2300A             Supports CompactFlash
iBOX-2300B             Supports IDE 44-Pins

                                      

*All specifications and photos are subjected to change without notice. inspiration & innovation Go on 

System
CPU                              Vortex SoC-200MHz (Fanless)
System Memory      128MB SDRAM Onboard
BIOS                             AMI BIOS
Signal LED                 Power LED, HDD Activity LED
SSD/HDD                   Supports 1 x Type I/II CF or 44-Pins IDE*
Mounting                   VESA Mounting
Power                          Included AC-DC 5V/3A Power Adapter, w/ACPI
                                      Function
Size                              115mm x 115mm x 35mm
Weight                        1.2 Lbs
Operating Temp.      0° ~ 60°C (32° ~ 140°F)
Warranty                    1 Year Limited Warranty (Parts and Labor)
Certification              CE, FCC
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