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Front View

Intel® ULV Celeron® M 1GHz CPU, 10.4” TFT Fanless Touch Panel 
Computer with Resistive T/S, 600nits LCD Panel 130°(H); 120°(V)

Intel® ULV Celeron® M 600MHz CPU, 10.4” TFT Fanless Touch Panel
Computer with Resistive T/S, 230nits LCD Panel 120°(H); 110°(V)

10.4” SVGA TFT Sunlight Readable LCD 

Fanless and ULV Celeron® M Processor 1GHz, 0k / 600MHz, 512k

Supports High Brightness LCD’s Up To 600nits

Anti-Vibration Up To 1.3G (HDD, Random)

Supports WLAN Antenna (IEEE 802.11b / 802.11g)

Super Slim Design

Over-Voltage Power Protection Fuse

Supports Various Mounting Ways:  Panel, Desktop, VESA, Wall

Packing List
Driver CD

Optional
Wall / VESA ARM Clamp Type Mounting Kit

Mini-PCI Wireless LAN Kit

Display
Chipset                     Integrated in Intel® 852GM GMCH + ICH4
Resolution               800 x 600
Pixel Pitch                0.264 x 0.264
Luminance              600 / 230 cd/m*
Contrast Ratio        500:  1 / 350:  1*
Backlight                  CCFL x 2
Color                         262, 144 Colors (6/8-bit for R, G, B)      

*All specifications and photos are subjected to change without notice. inspiration & innovation Go on 

System
Front Bezel                 IP65, NEMA 4 Rugged Protection, Aluminum
LCD Panel                   10.4” SVGA TFT; Brightness:  600nits
Resolution                  800 x 600
CPU                               ULV Intel® Celeron® M 600MHz/512K Processor
                                      (Option ULV Celeron® M 1GHz Processor)*
System Memory       1 x 200-pin DDR SODIMM max. up to 1GB
BIOS                              Phoenix-Award 4Mbit with RPL/PXE LAN Boot
                                       ROM SmartView and customer CMOS backup
Onboard Graphics   Integrated Intel 852GM GMCH
Storage                       CompactFlash™ or IDE Interface 2.5 Type
Touch Screen            Resistive Touch
Expansion                  1 x Mini PCI 
Watchdog Timer       1-255 Seconds; 255 Level
Size                               290mm(11.42”)(W) x 72.9mm(2.83”)(D) x
                                       248mm(9.76”)(H)
Weight                         4.1Kg (9.1 Lbs)
Power                           DC 16-28V With Fuse Power Protection
Operating Temp.       0°C ~ 50°C (32° ~ 122°F)

                  

RoHS

I/O
COM                             2 x RS-232, 1 x RS232/422/485
Ethernet                      One Gigabit and One Fast
Audio                           AC’97 Codec Audio
USB                               2 x USB 2.0 Ports
VGA                              D-Sub VGA Port
PS/2                              1 x Keyboard, 1 x Mouse
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