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‘ System
CPU AMD LX700 (433MHz) or LX (500MHz) CPU
System Memory 1 x200-pin DDR 400 SODIMM max.up to 1GB
BIOS Phoenix-Award 4Mbit with RPL/PXE LAN Boot

ROM SmartView and customer CMOS backup

Chipset AMD LX + CS5536 + ITE 888G

Expansion Interface Mini-PCl Type Ill Socket for PCI Bus
Expansion PC/104 for ISA Bus Expansion

Watchdog Timer  Reset Supported 255 Level

Digital I/0 8 Channels IN and 8 Channels OUT

Touch 5 Wire Resistive Touch Screen

SSD CompactFlash™ Type Il Socket

Operating Temp.  0°C ~ 60°C, Operation
Operating Humid. 10% ~ 95% Relative Humidity, NC
Size 5.6"x84"x12.1"
A
MIO 1 x PATA-100 IDE, 1 x FDD, 1 x PS/2 KB + MS,

4 x COM (3 x RS-232, 1 x RS-232/422/485),
1xLPT, 1 xIrDA

Ethernet Dual Realtek RTL8139DL Fast Ethernet
Controllers
USB 4 x High Speed USB Ports
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Features

Fanless Low Power AMD LX CPU

5.6"Touch Screen LCD

Dual Fast Ethernet Supported

4x COMand 4 x USB 2.0

PC/104 and Mini-PCl Socket for Expansion
Easy-to-Develop SCADA SW and Other Applications

Display

Chipset Integrated in AMD
LCD 5.6" QVGA TFT LCD with 5 Wire Resistive Touch
Screen (500 nits)

Memory Size Max. Up To 254MB Frame Buffer Sharing System

Packing List

AC Adapter, Driver CD
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