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Optional Accessories

Dimension

 

22” high brightness (300 nits) WSXGA TFT LCD 

Medical grade for e-healthcare terminal application

UL60601-1/EN60601-1, CE & FCC class B certified

Fanless and noiseless operation

Spill and dust resistant (front panel: IP65, whole enclosure: IPx1)

Built-in CD-ROM drive (optional combo drive)

Built-in 1.3 mega pixels camera

Built-in internal wireless (802.11 b/g) antenna (optional)

VM-105                     VESA ARM (wall-mount type)
VM-101                     VESA ARM (clamp type)
Stand Kit

Optional EOS Installation

 
Windows® XP Embedded
Windows® CE
Linux Embedded

*All specifications and photos are subjected to change without notice. inspiration & innovation Go on 

Specification

RoHS

Material By                  Plastic ABS
LCD Display                Display:  22” WSXGA TFT
                                       Resolution:  1680 x 1050
                                       Brightness:  300 cd/m²
                                       Color:  16.7M
                                       Pixel Pitch (mm):  0.282 x 0.282
                                       Viewing Angle:  (H) 170°; (V) 160°
                                       Brightness Control:   YES (Hot Key)
                                       Brightness MTBF:  50,000hrs
Main System              CPU:  LV Fanless Intel® Core™Duo/Core™2 Duo
                                        /ULV Intel® Celeron® M processor
System Memory        Supports 1 DDR2 SODIMM memory up to 2GB
HDD                              Supports one SATA 2.5” HDD
Optional Drive          Compact 8X CD-ROM or optional 8X/24X 
                                       Combo drive
Ethernet                      10/100/1000 Base-T Ethernet interface x 2
I/O Connectors         3 serial ports for RS-232 x 2, RS-232/422/485 x 1                                 
                                       RJ-45 x 2
                                       USB port x 2
                                       PS/2 mouse and keyboard interface x 1
                                       Mic-in, Line-out, Line-in
                                       DVI-I out (supports DualView) x 1
Camera                        One 1.3 mega pixels camera
Touchscreen              Resistive Type; Light transmission:  80%
                                       Touch life 35 million touches
Power Supply            Medical Grade AC-DC adaptor
Dimensions                554.1mm x 71.5mm x 403.1mm
Weight                         TBD
Environmental           Operation Temp:  0°C-40°C
                                       Relative Humid: 10% ~ 95%, non-condensing
                                       Shock:  10G peak acceleration (11sec. Duration)
Certificate                   CE, FCC class B, NE60601-1, UL60601-1
                                       
                         
                  


