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Front View

Medical Grade for e-Healthcare Terminal Application

UL 6060-1/EN60601-1, CE and FCC Class B Certified 

17” High Brightness (420nits) SXGA TFT LCD

Fanless LV Intel® Core™2 Duo or ULV Intel® Celeron® M Processor

Spill and Dust Resistant (Front Panel: IP65, Whole Enclosure: IPx1)

Dual Gigabit-LAN and Dual 1394a Ports

Built-in CD-ROM Driver (Optional DVD/CDRW Combo Drive)
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System
LCD Panel                   17” SXGA TFT
Brightness                  420 nits
Resolution                  1280 x 1024 Pixel
Color                            16.2M
Pixel Pitch (mm)        0.264 x 0.264 
View Angle                 Vertical:  160°, Horizontal:  160°
Brightness Control   Yes
Brightness MTBF      50,000 Hours
CPU                               LV Fanless Intel® Core™2 Duo or ULV Intel®
                                       Celeron® M Processor
Optical Drive             Compact 8X CD-ROM or 8X/24X DVD/CDRW
System Memory       Supports 2 DDR2 DIMM Memory Up To 4GB
HDD                              Supports One SATA 2.5“ HDD
Ethernet                      10/100/1000 Base-T Ethernet Interface x 2
Bus Expansion           One PCI Expansion Slot
Camera                        One 1.3 Mega Pixels 
Touch Screen             5 WiresResistive Type
                                       Light Transmission:  80%
                                       Touch Lifetime:  35 Million
I/O Interface               3 Serial Ports for RS-232 x 2
                                       RS-232/422/485 x 1
                                       RJ-45 x 2
                                       USB Port x 4 
                                       1 x PS/2 Mouse and Keyboard Interface x 2
                                       Mic-In, Line-Out
                                       1 x VGA Out (Supports DualView)
                                       1394a Port x 2
Power Supply            Medical Grade AC 90-264V, 150W 
Certificate                   CE, FCC Class B
Dimension                  17.24” x 3.5” x 13.97”
Environmental           Operation Temp:  0°C ~ 40°C
                                        Relative Humid:  10% ~ 95%, NC
                                       Operating Vibration:  10G Peak Acceleration
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