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Optional i-Button

Optional Magnetic
Strip Reader

Optional Headsets
for Multi-Media Applications

Omni-Direction
Scanner

Selective Capacitive
Resistive Touch

Pentium® M/Celeron® M Multimedia Interactive Terminal 

15” LCD Display with ELO 5-Wire Resistive or ELO Surface Capacitive
Touch Screen

Built-in Omni-direction Laser Scanner

Optional Type I/II CF Card Module

Optional MSR

VESA 100 Wall Mount Standard

Ultra Slim Shape

*All specifications and photos are subjected to change without notice. inspiration & innovation Go on 

Specification

RoHS

CPU                               Intel® Celeron® M 1.5GHz CPU (up to Pentium®
                                       M 1.8GHz)
Memory                      1 x DDR2 SO-DIMM Slot, 512MB DDR2 SO-
                                       DIMM (up to 1GB)
Chipset                        Intel® 910GMLE + ICH6M
Network                      10/100 Base-T Fast Ethernet
Audio                            AC’97 Codec with Internal Mono Speaker
Power Supply             120W Power Adapter
Weight                          7.4Kg
Dimension                  365mm (W) x 421.5mm (H) x 70mm (D)
OS                                  Windows XP/XPE, Linux, WEPOS
Mounting Type          Support VESA 100 standard
HDD                              1 x 2.5” SATA HDD (standard 40GB)
CF                                   1 x bootable CompactFlash™ Slot for CF 
                                        Type I/II storage (Optional)
USB                                4 x USB 2.0 port
Serial Port                    2 x DB-9 (COM 1/2), +5/12V Selectable (1 x
                                        DB-9 for built-in Omni-direction laser scanner)
Parallel Port                1 x Parallel Port (SPP/EPP/ECP)
Keyboard & Mouse  2 x PS/2 port
LAN                               1 x 10/100 Mbps
VGA                               1 x DB-15 VGA interface
Audio                            1 x Line-out, 1 x Mic-in Audio Jack
Display                         15” TFT Color Display with Resistive Touch
                                       Screen 
Resolution                  1024 x 768
Brightness                   250 cd/m2
Touch Screen             5-wire Analog Resistive/Surface Capacitive
Viewing Angle           0° ~ 65°
Operating Temp.       0° ~ 35° C
Storage Temp.            -20° ~ 60°C
Humidity                      20% ~ 90%
Certification                CE, FCC, cUL

                  


