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Front View

High Performance with Extremely Low Power Consumption 

Intel® Celeron® M 600MHz FCBGA, 852GM/ICH4 Chipset

Fanless for Quiet, Reliable, Low-Maintenance System

15” Touch Screen Monitors

CE, FCC Class A, IP65 Approvals

Ordering Information

Dimension

 
iGo1500RT-AC       15” Fanless Panel PC with Mini-ITX SBC and AC
                                    Power Supply
iGo1500RT-DC24  15” Fanless Panel PC with Mini-ITX SBC and 24V
                                    DC Power Supply
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*All specifications and photos are subjected to change without notice. inspiration & innovation Go on 

Specification

RoHS

Display                         15” Fanless Industrial Panel PC
Resolution                  XGA (1024 x 768, 4:3 AR)
Brightness                   250 cd/m2
Touch Screen             Resistive 8-Wire
Dimensions                410mm (W) x 315mm (H) x 77.8mm (D)
Processor                    Celeron® M 600MHz FCBGA, 512kB L2 Cache
Chipset                        Intel® 852GM GMCH, ICH4
Memory                      DDR 512MB (2 x DIMM Slots Up To 2GB Total)
Internal Storage       2 x IDE:  1 x 40-Pin + 1 x 44-Pin Connector
                                       1 x CompactFlash™ Type II Socket
I/O                                 2 x Fast Ethernet (RJ45 on Panel)
                                       4 x Serial Port 
                                       4 x USB 2.0 on Panel; 2 x USB 2.0 Pin Header
                                       Mic-In, Line-in, Line-out 
                                       PS/2 Keyboard and Mouse
                                       Parallel Port
Expansion                   PCI Slot, Mini PCI Slot
Power Supply            ATX:  AC 90V-230V (Optional DC 24V/48V)
Cooling                        Fanless
Certifications             CE, FCC Class A, IP65 Front Bezel
Shock                           Operating:  10g/11ms; Storage:  50g/11ms
Vibration                     Operating (IEC 68-2-64 Fh):  5-500Hz,
                                       1g (rms)/ 3-axes
                                       Storage (IEC 68-2-6 Fc):  5-500Hz, 2g (rms)/
                                       3-axes
Temperature/            Operating: 0°C ~ 45°C, 10% ~ 90%, NC
Humidity                     Storage:  -20°C ~ 85°C, 5% ~ 95%, NC
OS                                  Window 2000/2003, XP, Linux, XP Embedded
RoHS Compliant        Yes
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